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A GRADE 0.34 G/cc Density
Off the roll - 1.5 metres wide 3500 KPa Tensile Strength
1.6 mm
3.2 mm
4.8 mm
6.4 mm
7.9 mm
9.5 mm
12.7 mm
15.9 mm
19.1 mm
25.4 mm

‘A’ Grade Engineering
Pressed Wool Felt

Natural Colour
Used for oil seals,

oil wicks, tension pads,
automobile components

sanding pads, office equipment parts.

B GRADE 0.19 G/cc Density
Off the roll - 1.8 metres wide 1550 KPa Tensile Strength
1.6 mm
3.2 mm
4.8 mm
6.4 mm
7.9 mm
9.5 mm
12.7 mm
15.9 mm
19.1 mm
25.4 mm

‘B’ Grade Engineering
Pressed Wool Felt

Natural Colour
Used for grease and oil retention seals,

dust shields, door seals, spacers,
oil wicks, filter pads.

FELT CAN BE CUT INTO
• STRIPS • WASHERS • GASKETS • SPECIAL SHAPES • DISCS

WE CAN ALSO SUPPLY
• SADDLE FELT • FIRM WHITE FELT • DECORATIVE FELT

• POLISHING WHEELS • SELF ADHESIVE • FLAME RETARDANT
• KISS CUT SELF ADHESIVE DISKS

“Quality German felt manufactured to DIN Standard 61200”“Quality German felt manufactured to DIN Standard 61200”
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